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CSGP - Comments Received



IDEM Response to CSGP Comments



327-IAC-15-5-7: The SWPPP shall serve as a 
guideline but should not be interpreted to be the 
only basis for implementation of stormwater 
measures for a site. The project site owner is 
responsible for implementing all measures 
necessary to prevent polluted stormwater runoff.

Contractors NEED a Corporate Strategy

WRITTEN RESPONSIBILITY INSPECT RISKS ACTION

Rule 5: 2018 Tippecanoe Partnership Training Slide



Contractors: Assign Responsibility

• EHS staff

• Contractual assistance

• MS4 communications and localized training

• Industry associations



Contractors: Take Credit For Current Efforts 

• Communicate corporate and 

industry initiatives

• Show off your stickers, fact 

sheets and technology

• EHS trainings , toolbox talks, 

newsletters, blogs, websites, 

intranet



Contractors: Start a Contractual Discussion – Largest Clients 

• Low bid work

• Bid fairly

• Clear responsibilities

• Documentation deliverables



MS4s: Short - Term

• Public Notice: website posting

• New inspection forms

• Notification to permittees

• Plan review process

• Connect with your 3rd party 

consultants and colleagues (plan 

review, inspection services, MS4 

reporting)



MS4s: Short - Term

• Contractor or permittee should lead 

pre-construction meeting

• Discuss sensitive areas, ponds, 

trenches, pits, buffers

• Review the mass earthwork 

schedule



MS4 General Permit and CSGP- Inspections

• MS4 GP Section 4.5 (3)(d)(a): 

Inspect every private project at the 

start; larger projects and priority 

sites inspected twice per year

• Greater than 5 acres = larger sites

• Sensitive resources = priority

• CSGP: Section 3.6 (a)(2)(E): Self-

monitoring: documentation of an 

actual discharge that is visible
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MS4s: Start the Deep Dive

• Ordinance and Technical 

Standards

• Inspection regime

• Use of Technology



MS4s: Technology



MS4s: Technology



Communication is the Key

• Talk with IDEM, MS4, permittees, 

contractors and vendors

• Learn their language and ask questions

• Be patient

• Solicit help, even when it takes more time

• Show you aim to comply



New Standards



Dewatering Challenge

• Approved plans lack dewatering details

• Unknown quality of receiving water

• After the fact BMPs are expensive

• Unknown long-term damage and cost 

to the resource

• Engineers to be more considerate of 

means and methods



Costs Drive Compliance 





New Standards: Temporary Sediment Basin

• Retain water 48-72 hours

• Floating outlet

• Often used with permanent 

features (ponds)

• Standard requires converting 

temporary to permanent 

feature within the 

construction sequence



New Standards: Floating Outlet

• Can be implemented with 

permanent structure

• Manufactured vs. contactor 

assembled

• Stabilize contributing 

watershed before removal

• Include in self-monitoring 

inspections



New Standards: Perforated Riser

• If withdrawal from the 

surface of the water 

column is not feasible

• Holes, wire mesh and 

stone cone, anchor in 

concrete, trash guard



New Standards: Rock Horseshoe

• 5 acres max drainage area

• Culvert, pipe, inlet protection, 

dewatering of sediment basin

• Extend aggregate upslope



New Standards: Baffles

• Temporary sediment traps

• Porous vs. nonporous

• Detailed specs and 

installation to be included in 

the SWPPP



• Install signage identifying the location

• Provide maximum fill level indicators 

to note capacity should not exceed 75%

• When a CWO unit is at capacity, 

identify with a “closed” sign 

• No spillage of wash water shall occur 

from the transport of the unit

• Highly variable: use 20-40 gallons per 

ready mix truckload

• If concrete pump trucks are anticipated, 

use 50 gallons of wash water as an 

estimate

New Standards: Concrete Washout



$40.00

New Standards: Concrete Washout



New Standards: Pump Filter Bag

• Dewatering details in the SWPPP

• Pump/hose size must match bag 

dimensions

• Replace bag regularly

• Not all hoses need a bag

• Focus on discharge and conveyance

• New NOI – dewatering check box



Construction Stormwater General Permit – Polymer 

Section 3.5 (a) Special Provision - Polymer: The use of anionic polymers on the project site are 
authorized for sediment control provided their use is in conformance with current State of Indiana 
standards and specifications.



Invest in Relationships 

• COVID challenges

• Positive compliance attitude

• Personnel on the move

• Change is constant

• Make time for conversation



Future Forecast

• More deliverables for permittees

• New technological tools

• Tougher fees, fines and penalties

• Greater compliance awareness



Questions?

Angela Force, CPMSM, CESSWI
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aforce@cbbel.com
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317-266-8000

mailto:aforce@cbbel.com

